[image: ]
ProdEX is a construction kit for the cladding of ventilated façades made up of natural wood panels and the corresponding substructure. Each panel consist of high density bake lite core, clad in veneer of natural wood with surface treated with synthetic resin and an exterior PVDF film, which lends greater durability to the panels, with anti-adherent properties, to protect the panel from solar radiation, atmospheric agents, dirt and the attacks of chemical products (anti-graffiti). Due to its high resistance, it does not require the typical maintenance of other wood for exteriors.
ProdEX panels are unique, no two are alike, each grain is different, which explains the different in tone between them and which gives it natural and authentic appearance that can be appreciated in the reflection of the reflection of the light on its wood fibers.
ProdEX  panels are extremely versatile and can be cut into different shapes or size to adapt to the needs of all projects.  
Panels dimensions:
                                                     Length x width: 2,440 mm x 1,220 mm
Thicknesses:                                    
                                                     6, 8, 10, 12, 14, 16, 18, 20, 22  mm    
Prodema has had a long-standing commitment to the conservation of the environment and so we continually strive to develop initiatives to keep us at the forefront of sustainable practices.
Prodema is PEFC certified which recognizes that we only use woods originating from managed forests that abite by the strictest environment and social responsible standards.  

More info @ www.legno.be 
www.sapsistemi.eu
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